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TECHNICAL HIGHLIGHTS

Compact and powerful
Easy installation
Air cooling
No thru-hull
Easy maintenance
Rapid spool-up
Low-noise performance

The Quick Gyro range features two series of models: the X DC Series, 12V DC powered with integrated 
driver, and the X AC Series.
There are no limits to installation, with the possibility of multiple-unit configurations.

The provided data are for example purposes only and may vary according to the specific characteristics of each boat.
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THE PERFECT QUICK GYRO
FOR EVERY BOAT



(1) The provided data are for example purposes only and may vary according to the specific characteristics of each boat.
(2) Excluding optional base plate (standard or custom made). 
(3) Angular Momentum @ Max Rated Speed.
(4) Output Anti-Rolling Torque @ Max Rated Speed.
(5) Spool-up time and operating power may vary depending on operating conditions.
(6) Spool-up time to Stabilization @ 80% of Max Rated Speed.
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Model X2 DC X3 DC X5 DC X7 DC X10 DC X13 DC

Dimensions W x D x H (2) 419 x 419 x 478 mm
16,5 x 16,5 x 18,82 in

419 x 419 x 478 mm
16,5 x 16,5 x 18,82 in

475 x 475 x 575 mm
18,7 x 18,7 x 22,64 in

475 x 475 x 575 mm
18,7 x 18,7 x 22,64 in

493 x 493 x 575 mm
19,4 x 19,4 x 22,64 in

590 x 590 x 677 mm
23,23 x 23,23 x 26,65 in

Weight 130 kg / 286,6 lb 130 kg / 286,6 lb 200 kg / 440,9 lb 282 kg / 621,7 lb 301 kg / 663,6 lb 461 kg / 1016,3 lb

Max Rated Speed 6000 rpm 7000 rpm 4800 rpm 4800 rpm 6000 rpm 4800 rpm

Angular Momentum (3) 600 N·m·s 750 N·m·s 1900 N·m·s 2200 N·m·s 3150 N·m·s 4200 N·m·s

Output Anti-Rolling 
Torque (4) 2000 N·m 3900 N·m 5600 N·m 6700 N·m 10500 N·m 13000 N·m

Spool-up time to Max 
Rated Speed (5) 25 min 27 min 20 min 22 min 25 min 24 min

Spool-up time to 
stabilization (5) (6) 16 min 19 min 16 min 18 min 21 min 18 min

Spool-up power 700 W 900 W 900 W 1100 W 1600 W 2000 W

Operating Power (5) 320-700 W 410-900 W 410-900 W 500-1100 W 720-1600 W 900-2000 W

Power supply
12 Vdc @ 27-58 A  

Fuse 60 A
12 Vdc @ 35-75 A 

Fuse 100 A
12 Vdc @ 35-75 A  

Fuse 100 A
12 Vdc @ 42-92 A  

Fuse 100 A
12 Vdc @ 60-133 A  

Fuse 200 A
12 Vdc @ 75-166 A  

Fuse 200 A

QUICK GYRO DC SERIES 



(1) The provided data are for example purposes only and may vary according to the specific characteristics of each boat.
(2) Excluding optional base plate (standard or custom made). 
(3) Angular Momentum @ Max Rated Speed.
(4) Output Anti-Rolling Torque @ Max Rated Speed.
(5) Spool-up time and operating power may vary depending on operating conditions.
(6) Spool-up time to Stabilization @ 80% of Max Rated Speed.

*All models in the range are air‑cooled, except for the X75 model, which is water‑cooled.
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Model X5 AC X7 AC X10 AC X13 AC X16 AC X19 AC

Dimensions W x D x H (2) 475 x 475 x 575 mm
18,7 x 18,7 x 22,64 in

475 x 475 x 575 mm
18,7 x 18,7 x 22,64 in

493 x 493 x 575 mm
19,4 x 19,4 x 22,64 in

590 x 590 x 677 mm
23,23 x 23,23 x 26,65 in

590 x 590 x 677 mm
23,23 x 23,23 x 26,65 in

590 x 590 x 677 mm
23,23 x 23,23 x 26,65 in

Weight 206 kg / 454,1 lb 291 kg / 641,5 lb 310 kg / 683,4 lb 470 kg / 1036,2 lb 480 kg / 1058,2 lb 533 kg / 1175,0 lb

Max Rated Speed 4800 rpm 4800 rpm 6000 rpm 4800 rpm 5000 rpm 5300 rpm

Angular Momentum (3) 1900 N·m·s 2200 N·m·s 3150 N·m·s 4200 N·m·s 5350 N·m·s 6100 N·m·s

Output Anti-Rolling 
Torque (4) 5600 N·m 6700 N·m 10500 N·m 13000 N·m 16400 N·m 19000 N·m

Spool-up time to Max 
Rated Speed (5) 20 min 22 min 25 min 24 min 26 min 29 min

Spool-up time to 
stabilization (5) (6) 16 min 18 min 21 min 18 min 20 min 21 min

Spool-up power 1400 W 1500 W 1900 W 2400 W 2600 W 2800 W

Operating Power (5) 650-900 W 680-1100 W 860-1500 W 1100-2000 W 1200-2200 W 1300-2500 W

Power supply
110 Vac @ 25 Amp 
220 Vac @ 10 Amp

110 Vac @ 25 A 
220 Vac @ 10 A

110 Vac @ 25 A 
220 Vac @ 12 A

110 Vac @ 25 A 
220 Vac @ 16 A

110 Vac @ 32 A 
220 Vac @ 16 A

110 Vac @ 32 A 
220 Vac @ 16 A

Model X25 AC X30 AC X40 AC X56 AC X75 AC*

Dimensions W x D x H (2) 780 x 780 x 814 mm
30,7 x 30,7 x32 in

780 x 780 x 814 mm
30,7 x 30,7 x 32 in

930 x 930 x 980 mm
36,6 x 36,6 x 38,6 in

930 x 930 x 980 mm
36,6 x 36,6 x 38,6 in

950 x 950 x 1035 mm
37,4 x 37,4 x 40,75 in

Weight 840 kg / 1851,9 lb 925 kg / 2039,3 lb 1175 kg / 2590,4 lb 1525 kg / 3362,0 lb 2200 kg / 4850,1 lb

Max Rated Speed 4000 rpm 4500 rpm 3500 rpm 3000 rpm 3000 rpm

Angular Momentum (3) 8300 N·m·s 10000 N·m·s 13200 N·m·s 18000 N·m·s 27200 N·m·s

Output Anti-Rolling 
Torque (4) 25500 N·m 30500 N·m 40500 N·m 56000 N·m 75000 N·m

Spool-up time to Max 
Rated Speed (5) 20 min 22 min 28 min 30 min 30 min

Spool-up time to 
stabilization (5) (6) 15 min 18 min 23 min 25 min 25 min

Spool-up power 4500 W 6000 W 7000 W 6000 W 11000 W

Operating Power (5) 2000-3500 W 2700-5000 W 3150-6000 W 5000 W 9000 W

Power supply 220 Vac @ 25 A 220 Vac @ 32 A 220 Vac @ 32 A 220 Vac @ 32 A 220 Vac @ 80 A

QUICK GYRO AC SERIES 



Less stress,
more advantages

The Quick Gyro flywheel rotates around the horizontal axis. Its weight is perfectly 
distributed on the bearings, unlike other models that rotate around the vertical axis.
It requires less rotations and less effort, promoting quicker stabilization.

EASY INSTALLATION
The range has been designed to meet any requirement, with no installation limits 
both on new build and refit, from small day cruisers to superyatchs.

AIR COOLING
Quick Gyro stabilizers are air-cooled, without the need for water pumps or extra 
seawater intakes, simplifying installation.

RAPID SPOOL UP
With Quick Gyro, you can quickly improve comfort. The X2 DC, the smallest model 
in the range, reduces roll up to 95% in just 16 minutes. Medium-sized models 
achieve stabilization in about 18 minutes on average.

EASY MAINTENANCE
Stress-free onboard maintenance with simple onboard operations. Quick Gyro 
stabilizers feature a protected, vacuum-free design, ensuring easy inspection.

Quick Gyro makes every moment on board smoother and more enjoyable, 
delivering a whole new level of comfort and stability. 
What was once a luxury for high-end yachts is now within reach, adding real value 
to any boat.
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NEW EXTENDED
QUICK GYRO
4 YEARS WARRANTY

End users can extend the standard two-year warranty to 
a total of four years by simply registering their Quick Gyro 
product online via a dedicated portal.
The extended warranty is available for eligible Quick Gyro 
stabilizers and remains valid provided periodic maintenance is 
carried out by an authorized service center or certified technician.

Via Piangipane 120/A - 48124 Piangipane (RA) ITALY  - Tel. +39 0544 415061 - www.quickgroup.com 
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